Abstract: Photovoltaic pumping is considered to be the most used application amongst other photovoltaic energy applications in isolated sites. This technology is developing with a slow progression to allow the photovoltaic system to operate at its maximum power. This work introduces the modified algorithm which is a perturb and observe (P&O) type to overcome the limitations of the conventional P&O algorithm and increase its global performance in abrupt weather condition changes. The most significant conventional P&O algorithm restriction is the difficulty faced when choosing the variable step of the reference voltage value, a good compromise between the swift dynamic response and the stability in the steady state. To adjust the step reference voltage according to the location of the operating point of the maximum power point (MPP), a fuzzy logic controller (FLC) block adapted to the P&O algorithm is used. This allows the improvement of the tracking pace and the steady state oscillation elimination. The suggested method was evaluated by simulation using MATLAB/SimPowerSystems blocks and compared to the classical P&O under different irradiation levels. The results obtained show the effectiveness of the technique proposed and its capacity for the practical and efficient tracking of maximum power.
Introduction
The electrical energy use is an important demand of our daily life that keeps on growing. Thus, the increase in the electrical energy production is linked to the value of the consumption and the increase in consumption cannot be completely stopped. To remedy that, we boost the systems' efficiency. In addition, the solar energy production via photovoltaic (PV) cells is a very interesting renewable source that should be used to meet the demand for electrical energy.
The abundance and risk-free nature of photovoltaic energy has increased its widespread use until it arrived at an annual growth rate of 35-40% [1] .
Recently, photovoltaic energy has caught a lot of interest because its benefits include relatively modest and low complexity structural requirements that are harmless to our planet and renewable compared to standard energy sources. The use of photovoltaic systems allows us to improve the living conditions in remote areas while preserving a clean environment. Last year, photovoltaic systems were installed all around the world. As an example, in 1993, around 10,000 photovoltaic systems were installed for water pumping, and after five years, the photovoltaic systems increased in number six-fold to almost 60,000 systems [2] . The characteristic equation can be deduced directly by using the Kirchhoff law: [10, 11] The expansion of the equation connecting the current delivered by a PV module, which consists of putting NS cells in series and the voltage at its terminals and several variables (as summarized in Table 1 
where n is defined as the diode's ideality factor (typically between 1 and 2), and RS and RSH represent the series and shunt resistors. Manufacturers often tend to supply the RS value in the datasheet of the product [11] . If not provided, the equation of RS can be extracted by differentiating the Equation (1) then rearranging it in the RS phrase. 
(6)
The solar cells' efficiency is decreased by the power dissipation through the internal resistors during operation. The modeling of these exploitative resistances can be done as that of a parallel shunt resistor (RSH) and a series resistor (RS). If the RSH decreases too much, the VOC decreases, while the RS increase may drop the ISC. It is doable to approximate the series values and shunt resistors, RS and RSH, from the slopes of the I/V curve respectively to the VOC and the ISC. However, the series resistance RS of the PV module is determined from the 1/slope of the I-V characteristics at open circuit voltage VOC, and the shunt resistance RSH is equal to the inverse of the slope of the I-V characteristics at the short-circuit ISC. After that, the measurements of the resistances to the ISC and the VOC will then be taken and noted. The characteristic equation can be deduced directly by using the Kirchhoff law: [10, 11] 
The expansion of the equation connecting the current delivered by a PV module, which consists of putting N S cells in series and the voltage at its terminals and several variables (as summarized in Table 1 which gives the simplified circuit model), is represented below and in the associated equations:
where n is defined as the diode's ideality factor (typically between 1 and 2), and R S and R SH represent the series and shunt resistors. Manufacturers often tend to supply the R S value in the datasheet of the product [11] . If not provided, the equation of R S can be extracted by differentiating the Equation (1) then rearranging it in the R S phrase.
The solar cells' efficiency is decreased by the power dissipation through the internal resistors during operation. The modeling of these exploitative resistances can be done as that of a parallel shunt resistor (R SH ) and a series resistor (R S ). If the R SH decreases too much, the V OC decreases, while the R S increase may drop the I SC . It is doable to approximate the series values and shunt resistors, R S and R SH , from the slopes of the I/V curve respectively to the V OC and the I SC . However, the series resistance R S of the PV module is determined from the 1/slope of the I-V characteristics at open circuit voltage V OC , and the shunt resistance R SH is equal to the inverse of the slope of the I-V characteristics at the short-circuit I SC . After that, the measurements of the resistances to the I SC and the V OC will then be taken and noted. Under Matlab/Simulink, the I PV equation was used to define the electrical characteristics of the PV module (Appolo-solar-energy ASEC-205 G6M), as well as to simulate the characteristics of the P-V and I-V for various levels of temperature and irradiation, which are shown in Table 2 by respecting the standard STC's three factors (irradiation, air mass, cell temperature). Figure 2 shows the variation of the I-V and P-V output's characteristics of the simulated PV module as a function of the irradiation and temperature variation. These agree with the characteristics provided by the module manufacturer. 
Fuzzy Logic-Based P&O Algorithm with Variable Step of a Reference Voltage
The P&O algorithm's basic structure and easy implementation caused it to be considered as the most commonly used MPPT algorithm for all techniques. It is built on the notion that the power-voltage curve dP/dV reaches zero at the curve's top.
Decrementing or incrementing periodically the photovoltaic generator's voltage values or the current output, the corresponding output power comparison of the photovoltaic generator P (n + 1), and the previous disturbance P (n) is the P&O's operating principle.
The disturbance has to be maintained in the same initial direction if the disturbance of the terminal voltage causes an increase in the power (dP/dV > 0), otherwise it will be moved in the converse direction. This process is redone until the maximum power reaches the point dP/dV = 0. We prefer the P&O algorithm for its advantages, but let us not forget its disadvantage, which is the unstoppable oscillation around the power even when it reaches the MPP, which causes extra losses of power. This can be remedied by implementing either a direct duty cycle control where the power is measured at each PWM cycle [12] [13] [14] , or a reference voltage control where a reference voltage is manipulated as a disturbance parameter and a proportional integral (PI) controller is required to accommodate the duty cycle [15] [16] [17] .
To eliminate the limitation that exists in the conventional P&O algorithm's implementations, we use a P&O algorithm based on the modified conventional algorithm, in which we implemented a fuzzy logic controller block to provide a variable step of reference voltage. The suggested modified P&O algorithm's flowchart is shown in Figure 3 . 
To eliminate the limitation that exists in the conventional P&O algorithm's implementations, we use a P&O algorithm based on the modified conventional algorithm, in which we implemented a fuzzy logic controller block to provide a variable step of reference voltage. The suggested modified P&O algorithm's flowchart is shown in Figure 3 . The modified power values ΔPPV as well as the modified current values ΔIPV of the photovoltaic generator present the inputs of the fuzzy logic controller block. The adjustments of the controller to the variable step ΔVref of the P&O depend on the current solar temperature and irradiation. To lower the cost and complexity of the FLC block's implementation, it is implemented in a way so that it shares the same sensors with the P&O that measure the voltages and currents of the PV generator.
The reference voltage is deemed as a disturbance and control element of the proposed algorithm, so the ΔVref is disturbed by subtracting or adding the variable step in accordance with the variation of the acquired PV output power. This step is calculated by the adapted FLC block, so it has the role of adjusting the value of the step in accordance with the operating point position. The step value changes proportionally with the interval between the operating point and the MPP. This process continues until the MPP is attained, whose FLC block sets the step value as zero. Therefore, this ensures a fast dynamic response and eliminates the oscillations around the MPP when a steady state is reached.
Fuzzy Logic Controller
The fuzzy logic controller proposed is based on an initial knowledge of the system. It is used to modify and control the step of reference voltage. A functional diagram of a FLC block can be structured by collaborating between four sections: fuzzification, inference, defuzzification, and rule base, as illustrated in Figure 4 where the modified values of the photovoltaic generator power ΔPPV and those of the current ΔIPV present the inputs and ΔVref presents the output that we will send to the P&O algorithm. The modified power values ∆P PV as well as the modified current values ∆I PV of the photovoltaic generator present the inputs of the fuzzy logic controller block. The adjustments of the controller to the variable step ∆V ref of the P&O depend on the current solar temperature and irradiation. To lower the cost and complexity of the FLC block's implementation, it is implemented in a way so that it shares the same sensors with the P&O that measure the voltages and currents of the PV generator.
The reference voltage is deemed as a disturbance and control element of the proposed algorithm, so the ∆V ref is disturbed by subtracting or adding the variable step in accordance with the variation of the acquired PV output power. This step is calculated by the adapted FLC block, so it has the role of adjusting the value of the step in accordance with the operating point position. The step value changes proportionally with the interval between the operating point and the MPP. This process continues until the MPP is attained, whose FLC block sets the step value as zero. Therefore, this ensures a fast dynamic response and eliminates the oscillations around the MPP when a steady state is reached.
The fuzzy logic controller proposed is based on an initial knowledge of the system. It is used to modify and control the step of reference voltage. A functional diagram of a FLC block can be structured by collaborating between four sections: fuzzification, inference, defuzzification, and rule base, as illustrated in Figure 4 where the modified values of the photovoltaic generator power ∆P PV and those of the current ∆I PV present the inputs and ∆V ref presents the output that we will send to the P&O algorithm. The modified power values ΔPPV as well as the modified current values ΔIPV of the photovoltaic generator present the inputs of the fuzzy logic controller block. The adjustments of the controller to the variable step ΔVref of the P&O depend on the current solar temperature and irradiation. To lower the cost and complexity of the FLC block's implementation, it is implemented in a way so that it shares the same sensors with the P&O that measure the voltages and currents of the PV generator.
The fuzzy logic controller proposed is based on an initial knowledge of the system. It is used to modify and control the step of reference voltage. A functional diagram of a FLC block can be structured by collaborating between four sections: fuzzification, inference, defuzzification, and rule base, as illustrated in Figure 4 where the modified values of the photovoltaic generator power ΔPPV and those of the current ΔIPV present the inputs and ΔVref presents the output that we will send to the P&O algorithm. The input variables, ∆P PV , ∆I PV , and output ∆V ref of the fuzzy logic controller proposed can be calculated by the use of these equations:
Using Equations (7) and (8), the power variation values ∆P PV and the output current variation ∆I PV of the PV generator can be stabilized before the fuzzification process to achieve the control calculation's simplification.
In this model, the membership function of the output and input variables used as presented in Figure 5 
Using Equations (7) and (8), the power variation values ΔPPV and the output current variation ΔIPV of the PV generator can be stabilized before the fuzzification process to achieve the control calculation's simplification.
In this model, the membership function of the output and input variables used as presented in Figure 5 , all membership functions (ΔPPV, ΔIPV, ΔVref), are expressed with a triangular function. Five linguistic terms are defined: NB as negative big, NS as negative small, ZZ as zero, PS as positive small, and PB as positive big. All information of the monitored parameters are available in the fuzzy rules base that is a set of verification laws (IF THEN). We possess two inputs and each one has five membership functions, which gives a 25 rule constitution in the FLC inference rules, as given in the Table 3 . The function of the latter is to define the variable step of reference voltage so as to convey it to the P&O algorithm to track the PPM and stop iteration once that point is reached. A fuzzy controller output is always a fuzzy set, so it must be filtered by a defuzzification process to define the net output of the proposed fuzzy control.
Diverse defuzzification techniques were proposed by different authors. In which the defuzzification method of the center of gravity (COG) or centroid [18] [19] [20] is the most common, where the shredder determines the gravity center to use its value as an FLC output.
Description of Solar Permanent Magnet Synchronous Motor (PMSM) Drive System

Vector Control of PMSM
One single source composed of three parallel panels is enough to power the PMSM and increase its efficiency. The Kirchhoff voltage law can be utilized so as to express the PMSM voltage equation, as given in the equation:
where R is the winding resistance of the stator, ω e is the electrical rotor frequency, and, respectively, ψ d and ψ q are the linkage fluxes of the two axis (d-axis and q-axis) when:
The ψ m is the linkage of the flux due to the rotor magnets effects. The electromagnetic torque of a PMSM in the axis d and q can be given by:
The sign p shows the number of pairs of poles. Based on the authors' approach [21] , the pole placement method can design the PI controller's parameters. In Figure 6 , a global schematic presentation of the PMSM controlled by a vector control powered by an inverter is shown. The desired voltage V ref will be created according to the power generated from three PV panels to consume all the power generated from the panel. Effectively, after comparing the measured voltage VPV and the desired Vref, the PI controller is added in the outer loop so as to generate the desired Ωref speed. This latter speed signal is also compared with the measured one as an inner loop. This error signal will be sent to the PI controller, which generates transversal stator current as a reference one. Because the magnets produce a constant flux, the current Id must be controlled at zero current. PMSM parameters are cited in Appendix A.
Space Vector Pulse Width Modulation SVPWM
The SVPWM is used in modern drive of electric motors so as to obtain arbitrary waveforms. It will be studied on a three-phase inverter. The concept of the SVPWM consists of reconstructing the voltage vector Vmoy from eight voltage vectors. Each one of these vectors corresponds to an association of the states of the three-phase voltage inverter switches [20] .
A reference voltage vector is calculated globally and approximated over a modulation period T by an average voltage vector Vmoy. The latter is elaborated by the application of the adjacent voltage vectors and the null vectors V0 and V7. A combinatorial analysis of all the possible states of the switches makes it doable to calculate the voltage vector (VSα, VSβ).
The eight voltage vectors redefined by the association of the switches are represented in the plane (α, β) by Figure 7 , [22] [23] [24] [25] . Effectively, after comparing the measured voltage V PV and the desired V ref , the PI controller is added in the outer loop so as to generate the desired Ω ref speed. This latter speed signal is also compared with the measured one as an inner loop. This error signal will be sent to the PI controller, which generates transversal stator current as a reference one. Because the magnets produce a constant flux, the current I d must be controlled at zero current. PMSM parameters are cited in Appendix A.
Modeling of the Centrifugal Pump
Space Vector Pulse Width Modulation SVPWM
The SVPWM is used in modern drive of electric motors so as to obtain arbitrary waveforms. It will be studied on a three-phase inverter. The concept of the SVPWM consists of reconstructing the voltage vector V moy from eight voltage vectors. Each one of these vectors corresponds to an association of the states of the three-phase voltage inverter switches [20] .
A reference voltage vector is calculated globally and approximated over a modulation period T by an average voltage vector V moy . The latter is elaborated by the application of the adjacent voltage vectors and the null vectors V 0 and V 7 . A combinatorial analysis of all the possible states of the switches makes it doable to calculate the voltage vector (V Sα , V Sβ ).
The eight voltage vectors redefined by the association of the switches are represented in the plane (α, β) by Figure 7 , [22] [23] [24] [25] . Effectively, after comparing the measured voltage VPV and the desired Vref, the PI controller is added in the outer loop so as to generate the desired Ωref speed. This latter speed signal is also compared with the measured one as an inner loop. This error signal will be sent to the PI controller, which generates transversal stator current as a reference one. Because the magnets produce a constant flux, the current Id must be controlled at zero current. PMSM parameters are cited in Appendix A.
The eight voltage vectors redefined by the association of the switches are represented in the plane (α, β) by Figure 7 , [22] [23] [24] [25] . 
Modeling of the Centrifugal Pump
A pump has a maximum suction (aspiration) capacity, which is the value of the vacuum it can produce. This characteristic differs depending on the type and the pump's technical design.
The centrifugal pump's work involves three parameters: the height, the flow, and the speed. To find the solution of this system of equation, we consider one of the three constant parameters; in general it is the speed which is constant. We have tested our system using a load where the torque increases with the speed squared, such as a pump centrifugal, fan, etc.
where k is the constant.
Simulation Results
The simulation has been done using MATLAB/Sim-Power-Systems blocks as clarified in Figure 8 . The modified P&O block requires the V PV and I PV of the PV array to estimate the reference voltage shown in Figure 8 . The V ref is compared with V PV and regulated by a PI controller to define the reference speed of the pump motor. The time sampling step of the models of the two blocks (control blocks and power blocks) is taken as 5.14 µs. A pump has a maximum suction (aspiration) capacity, which is the value of the vacuum it can produce. This characteristic differs depending on the type and the pump's technical design.
The centrifugal pump's work involves three parameters: the height, the flow, and the speed. To find the solution of this system of equation, we consider one of the three constant parameters; in general it is the speed which is constant. We have tested our system using a load where the torque increases with the speed squared, such as a pump centrifugal, fan, etc. (15) where k is the constant.
The simulation has been done using MATLAB/Sim-Power-Systems blocks as clarified in Figure  8 . The modified P&O block requires the VPV and IPV of the PV array to estimate the reference voltage shown in Figure 8 . The Vref is compared with VPV and regulated by a PI controller to define the reference speed of the pump motor. The time sampling step of the models of the two blocks (control blocks and power blocks) is taken as 5.14 μs. In the first part, a comparative study on the conventional P&O and the P&O based on fuzzy logic is done to show the performance of both techniques under similar conditions. The comparative study takes into consideration two important characteristics: the maximum power point's tracking speed and the oscillation in the steady state. To display the practice of the suggested FLC-based P&O algorithm, this algorithm was tested with two reference voltage steps: 0.01 and 0.05 under two irradiation changes. The irradiation was changed from 1000 to 500 W/m 2 at 0.2 s, then augmented to 1000 W/m 2 at 0.6 s as shown in Figure 9a .
Compared to the P&O with a fixed step of 0.01, the P&O with a fixed step of 0.05 shows a good dynamic performance. It can converge more rapidly to the steady state, but the oscillation is much higher. The dynamic performance of the P&O algorithm can be further improved with a larger step size. Figure 9b represent variation of voltage reference step size at 0.2 s and 0.6 s. Figure 9c shows that the steady-state oscillation has been totally eliminated in the case of the FLC-based P&O and when the output power of the PV generator is greater than 615 W. In addition, the FLC-based P&O offers a faster dynamic response than the P&O of 0.01 and 0.05.
In the second part, the results of the simulation were obtained to show the performance of the fuzzy logic-based P&O algorithm under different conditions such as quick changes of irradiation. The results of the drive system of the solar pumping motor are obtained to operate at 25 °C and 1000 W/m 2 . They are given in Figure 10a In the first part, a comparative study on the conventional P&O and the P&O based on fuzzy logic is done to show the performance of both techniques under similar conditions. The comparative study takes into consideration two important characteristics: the maximum power point's tracking speed and the oscillation in the steady state. To display the practice of the suggested FLC-based P&O algorithm, this algorithm was tested with two reference voltage steps: 0.01 and 0.05 under two irradiation changes. The irradiation was changed from 1000 to 500 W/m 2 at 0.2 s, then augmented to 1000 W/m 2 at 0.6 s as shown in Figure 9a .
In the second part, the results of the simulation were obtained to show the performance of the fuzzy logic-based P&O algorithm under different conditions such as quick changes of irradiation.
The results of the drive system of the solar pumping motor are obtained to operate at 25 • C and 1000 W/m 2 . They are given in Figure 10a -d. The power characteristic of the photovoltaic generator is shown in Figure 10a with a maximum power point determined as 615 W. The PV generator's voltage and current are changed as shown in Figure 10b . It should be known that the PV generator's voltage is adjusted to the MPP of about 26 V. The three-phase stator currents are given in Figure 10c . The motor speed is changed, as illustrated in Figure 10d , which is limited to the maximum available speed of about 3000 rpm. As a second work, the irradiation is adjusted to 500 W/m 2 . The results are given in Figure 10e -h for this adjusted condition. In this circumstance, the MPP of the PV generator is obtained at about 315 W, as presented in Figure 10e . The photovoltaic generator's current is decreased from 24 A to 12 A, as illustrated in Figure 10f . Depending on this current decrease, the stator's currents and the motor speed are decreased as shown in Figure 10g -h. The motor speed is decreased from 2980 rpm to 2250 rpm. The results show that the motor operates at the point of maximum power. and current are changed as shown in Figure 10b . It should be known that the PV generator's voltage is adjusted to the MPP of about 26 V. The three-phase stator currents are given in Figure 10c . The motor speed is changed, as illustrated in Figure 10d , which is limited to the maximum available speed of about 3000 rpm. As a second work, the irradiation is adjusted to 500 W/m 2 . The results are given in Figure 10e -h for this adjusted condition. In this circumstance, the MPP of the PV generator is obtained at about 315 W, as presented in Figure 10e . The photovoltaic generator's current is decreased from 24 A to 12 A, as illustrated in Figure 10f . Depending on this current decrease, the stator's currents and the motor speed are decreased as shown in Figure 10g -h. The motor speed is decreased from 2980 rpm to 2250 rpm. The results show that the motor operates at the point of maximum power. 
Conclusions
In this paper, an improvement of the P&O algorithm with the Fuzzy Logic is developed for a permanent magnet synchronous motor (PMSM) drive system to increase the efficiency of the system without the energy storage by a DC/DC converter and batteries. The system is connected directly to the photovoltaic panels. To ensure a nominal power supply of 26 volts for the motor, a minimum of three panels in parallel is sufficient.
For a direct connection to PV panels that can generate a low voltage level, a low-voltage PMSM is used. To reduce the torque ripple, we use six poles. Because of the need for a 3000 rpm speed, the nominal frequency of the motor is equal to 150 Hz.
In addition, so as to maximize the power flow between the PMSM and the PV array in situations of vigorous radiation and temperature changes, the FLC-based P&O algorithm has been developed. In a changing condition environment, the analysis of the performance of the developed FLC-based P&O algorithm, low voltage PMSM, motor drive, and solar system using MATLAB/SimPowerSystems blocks is performed. The results of the simulation show that at its peak capacity, the pump motor works perfectly even under rapidly changing solar radiation. This proves that the MPPs have been accurately measured with the developed P&O algorithm.
Author Contributions: Mohamed Redha Rezoug, Rachid Chenni, and Djamel Taibi conceived and designed the experiments and performed them; Djamel Taibi and Mohamed Redha Rezoug analyzed the data; Rachid Chenni contributed reagents/materials/analysis tools; Mohamed Redha Rezoug wrote the paper.
Conflicts of Interest:
The authors declare no conflict of interest. 
Conclusions
Conflicts of Interest:
The authors declare no conflict of interest.
